%C% VACKERLITE

CASTOR-60

l FIXED l
CRI>80( CRI>90
15° 24°
36° 60°
RAL Code
Extruted aluminium body with electrostatic powder coated,
High efficiency reflector and PC glass,
Effective thermal design, @ 80

50.000 hours Led lifetime,

Narrow, medium and wide beam angle options,
Emergency kit system can be infegrated,

Please inquire for optional power values.

Elektrostatik toz boyall aliminyum ekstrizyon gévde,
YUksek verimli reflektér ve PC cam,

Etkili termal tasanm,

50.000 saat Led yasam émrd,

Dar, orta ve genis aci secenekleri,

Acil aydinlatma kit sistemi uygulanabilir,

Opsiyonel guc degerleri icin bizimle iletisime gecebilirsiniz.

Consuming Power

7W oW 14W

Tiketim Gici
Light Source

- COB LED
Isik Kaynagi
Color Temperature 2700K S000K

- 3000K 6500K
Renk Sicakhgi 4000K
s "
Luminaire Output Lumen 7211m  9271m 1442 1M
Armatiir Cikis Akisi
Efficiency 103 Im/W
Verimiilik "
Power Factor Pf>90
>

Guc Faktoru
Weight 165 k
Adirlik 00 Ka

* Lumen degeri 4000K degerine gore verilmigtir.
Lumen value is given according to 4000K value.

VACKERLITE LIGHTING

+(90) 212 565 40 45
info@vackerlite.com
www.vackerlite.com

20

i R

165

® 60

c € 14!)081:804

\%
[l

CLASS 11

®

220-240V
AC

YEAR
WARRANTY!






