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CR>80
[
CLASS 1
10° 25°
220-240V
AC
40° 60°

.[. switchDIM

RAL Code

Die-cast aluminium body with electrostatic powder coated,
High efficiency acrylic lens,

Effective thermal design,

50.000 hours Led lifetime,

Narrow, medium and wide beam angle options,

Please inquire for optional power values.

Elektrostatik toz boyal aliminyum dékim gdévde, ‘ 51 ‘
YUksek verimli akrilik lens, \ |
Etkili termal fasanm, | |
50.000 saat Led yasam dmrd,

Dar, orta ve genis aci secenekleri,

Opsiyonel gug degerleriicin bizimle iletisime gecgebilirsiniz. 3 = E j
Consuming Power W 3w
Tuketim Gici Lighting Area @28
Light Source 29
J _ HP LED .

Isik Kaynagi
Color Temperature 2700K 5000K

- 3000K 6500K
Renk Sicakhgi 4000K

. -
Luminaire Output Lumen 801m 2401m
Armatir Cikis Akisi
Efficiency 80 Im/W
Verimiilik m
Power Factor Pi>90
>

Guc Faktoru
Weight 04k
Agirlik “4K9 55x55mm

* Lumen degeri 3000K degerine gore verilmigtir.
Lumen value is given according to 3000K value.
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